INSTRUCTIONS FOR USE

= ASSEMBLY AND MAINTENANCE RECOMMENDATIONS

Team Assembly: Given the dimensions of 4x6m and the number of components (e.g., 34 pcs of ME6*50 screws and 62 pes of
elastic loops), we recommend that assemblv be carried out by at least 2 to 3 adulis.

Joint Check: During assembly and regularly during use, check the tighiness of all screw connections (L, O, R) and the stability of
the connectors (D, E, H, J).

Storage: Before storage, ensure that all tarps (T, U, V) and metal parts (A, B, C) are completely dry and clean. Storing in a damp
condition can cause mold io form on the tarps or corrosion of the material.

LEGAL DISCLAIMER

Limitation of Liability: Neither the mamufacturer nor the seller are liable for property damage, personal injury, or losses caused by
improper assembly, neglected maintenance, or failure to follow the safety instructions provided in this manual.

Force Majeure: The warranty does not cover damage caused by force majeure (extreme weather, floods, gales). In such conditions,
the user is obliged to secure or dismantle the tent in a timely manner,

Purpose of Use: Using the tent for purposes other than intended (e.g., as a warehouse, garage for vehicles, or permanent shelter) is
at the user's own risk and Ieads to the loss of warranty claims.
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SAFETY WARNING Short-term use:

This party tent is designed exclusively as a temporary shelter for short-term social events. It is not
intended for permanent use or as a long-term roofing solution. Mandatory anchoring: The tent must be
properly anchored to the ground at all times using the supplied pegs (P), ropes ((), and feet (K). Never
leave a free-standing tent unatiended, Weather conditions: In case of a forecast of adverse weather, such
as strong wind, storm, hail, or heavy snowfall, the tent must be dismantled immediately. The stucture is
not rated to withstand extreme wind or snow loads. Fire protection: Do not use open flames, grills,
heaters, or other heat sources inside the tent or in its immediate vicinity. There is a risk of damaging the
canvas (1, U, V) or causing a fire. Water and snow accunmlation: Regnlarly chieck the roof canvas (1) to
prevent the accumulation of rainwater or snow. Excessive weight can cause deformation of the metal
poles (A, B, C) or collapse of the structure.



= DETAILED ASSEMELY PROCEDURE (TECHNICAL LOGIC)

Dhuring assembly, follow the numbered steps in the pictorial instructions: Preparation of the roof frame
Step 1 — 4): First, assemble the upper part of the structure (roof tuss). Use the center connectors (D, H)
and poles (A, Al, F). Gradually add the longimdinal poles (B) using the connectors (E). Roof
reinforcement (Step 5): Install the roof reinforcements (). These poles are crucial for the stability of the
tarp and water drainage. Installing the roof tarp (Step b): Stretch the roof tarp (1) over the sttucture before
lifting the tent onto its legs. This is safer and easier. Lifting onto legs (Step 7 — 8): Gradually insert the leg
poles (C) into the connectors. Attach a base plate (K to the bottom of each leg, Installing walls and bottom
frame (Step 9 — 10): Using the elastic bungees (W), attach the side walls with windows (U} and the
entrance parts (V). Finally, connect the bottom bars (X, Y) for maximum rigidity of the structure. Final
securing (Step 11): Checl: that all screws (O, R) are tightened and the tent is firmly anchored with pegs (F)
into the ground.

ADDITIONAL RECOMMENDATIONS FOR THE USER

Wind direction: If setting up the tent in light wind, the entrance should be oriented against the wind
direction to prevent the "parachute” effect.

Fabric protection: When tightening the elastic bungees (W), do not apply excessive force to avoid tearing
the evelets out of the tarp.

Corrosion warranty: Although the poles are lacquered. in case of scratches during assembly, we
recommend treating the spot with anti-corrosion spray, as it is a steel structure.

4 IMPORTER IDENTIFICATION Importer and owner of the BRIMO brand: Hana Godusova
Address; Lermontovova 911/3, Bratislava, Slovakda



CONMECTING TWO TENTS - for lengths of 12m and more (EXTENSION)

= When buying a tent 12 m long or more, this accessory is automatically included in the price. For tents
4x6 m, 5xb m, Bxb m, this is an accessory at an extra cost.
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